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Add:YUMING INDUSTRIAL PARK,XINGYANG CITY,ZHENGZHOU HENAN CHINA
Tel: +8618838296432
Fax : 0371-64892666
E-mail : yuming@ym-valves.com
sales@ym-valves.com

WEB : www.yuming-valves.com
www.ym-valves.com

FOR MORE INFORMATION ABOUT OUR TECHNOLOGY,
PLEASE VISIT HERE www.yuming-valves.com
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Harbor the world a Better Tomorrow

Warmly celebrate the 50 th anniversary of Yuming valve group ——
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China Well-known Trademark
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Yuming Valve Group Co,, Ltd. is located in Xingyang, the "Hometown of Valves in
China", facing the Yellow River to the north, adjacent to $314 Provincial Highway,
Lianhuo Expressway and Longhai Railway, with convenient transportation and
developed logistics. The company was founded in 1972, and the industrial park
covers an area of 82,000 square meters. There are more than 500 employees, more
than 80 professional and technical personnel of various types, and a registered
capital of 100 million yuan. It has become a professional valve manufacturer
integrating R&D, manufacturing and sales.

2021, Yuming valve export turnover exceeded 20 million US dollars.In 2022, Yuming
valve export turnover exceed 25 million US dollars,and is trying to do more in the
future. In 2021, two new production lines has added, mainly producing bigger
size(up to DN4000) engineering valves; and at the end of 2021, we invested in
Zhengzhou Yiva Fluid Technology Co,, Ltd.,, and we have more than 600 production
facilities, including more than 300 machining, testing machines, and measuring
equipment. about 400 operators, we have many years of valve manufacturing
experience, and have the most professional team. We would like to emphasize that
there are 6 senior engineers and 12 related main engineers in Yuming's R&D
department to help with CAD drawing and technical support, and the other 4 experts
are in the QC department. ,

In addition to an excellent production team, Yuming Valve also has a comprehensive
sales management to deal with global customers. And 95% of the turnover comes
from exports to Russia, Argentina, the Philippines, Vietnam, Indonesia, Colombia,
Peru, Chile, Sweden, Norway, Belgium, France, Germany, Romania, Italy, Spain, Turkey,
Israel, Iran, Egypt, South Africa, Australia , Malaysia, Thailand, Singapore, the United
States, Hong Kong, Taiwan and South Korea, and win-win cooperation with Chinese
and foreign friends, established a deep cooperative relationship, and at the same
time forged a stronger friendship, which injected lasting vitality into the
development of Yuming.

Select"Yuming",select"Trust"




YUMING VALVE GROUP

Expert in Industry Fluid
System Control

IR

Enterprise Qualification
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Qualifications and honors obtained by
the enterprise,

It is an affirmation of Yuming Group's
achievements in the past,

It is also an encouragement and spur
to Yuming Group to create a brilliant
tomorrow!

to a new level,
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Impact testing machine
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In order to improve the quality of products,

The company is equipped with advanced testing
equipment and perfect testing methods,

Established a strict quality management team,
Realized from the detection of raw materials,
production process testing,

Quality control of the whole process of products and
applications.

o SHHSHTY

Metallographic Analyzer

o HiBE{Y

Direct Reading Spectrometer

o TEEEIFN,

Sample preparation machine




YUMING VALVE GROUP

Expert Industry Fluid
System Control

Castiron series

% i* I‘m I‘ I Resilient Seated Gate Valve
DIN3202 F4/F5 Resilient Seated Gate Valve

AS 2638.2 Non-Rising Stem Resilient Seated Gate Valve

@
BS 5163 Resilient Seated Gate Valve
Socket Ends Non-rising Resilient Seated Gate Valves

AWWA C509/C515 Resilient Seated Gate Valve
Metal Seated Gate Valve

-_— - DIN 3352 F4/F5 Metal Seated Gate Valve
i l e JIS Rising Stem Solid Wedge Gate Valve
ANSI 125/150 Metal Seated Gate Valve
‘ BS 5150/5163 Metal Seated Gate Valve
= BS3464 Metal Seated Gate Valve
11

.

Iron Globe Valve & Check Valve

4

DIN3356 Globe Valve
ANSI / MSS SP-85 Globe Valve
- ’ A BS5152 Globe Valve
A - I DIN3202 F6 Swing Check Valve
\- e MSS SP-71/ ANSI Swing Check Valve
' i BS5153 Swing Check Valve
V; Ball Type Check Valve ( Threaded Ends And Flanged Ends)
DIN Lift Check Valve
\ DIN Rubber Flapper Check Valve
|

| i Iron Strainer
DIN/BS Y Strainer

* ANSI Y Strainer
I AS Y Strainer
Grooved End Y-Strainer

Simplex Basket Strainers
Iron Ball Valve & Rubber Expansion Joint

DIN Cast Iron Ball Valve
MSS/ANSI Cast Iron Ball Valve

Rubber Expansion Joint




Resilient seated

RESILIENT SEATED GATE VALVE

# Normal Features:
* Ductile Iron Body &
Bonnet with high strength
and impact resistance.
« Rubber Encapsulated DI
wedge to ensure drop tight
sealing.
» Rubber bonnet gasket for
longevity and protection of
bonnet bolts.
* Stainless Steel Stem with
high strength and corrosion
resistance.
* Back sealing facility to
allow for replacement of
seals under full operating
pressure.
e Straight through full bore
to avoid debris traps.
» |solated fasteners for
corrosion protection.
* Wiper ring to prevent
impurities from entering the
stem sealing system.
» Anti friction thrust washer
for low operating torques.
Integral cast in foot for safe
and easy storage.
* Full diameter waterway
Hand wheel, square cap
operation.
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gate valve

¢ Application :
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Resilient seated gate valve
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14

Resilient Seated Gate Valves are suitable for use in drinking water and 15

waste water, which can be installed under or above ground. Rising stem

gate valves are normally used in fire service application and socket end

16
17
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Part Name

Body
Wedge

Wedge Nut

Stem

Bonnet Gasket
Bonnet

Yoke

Q Ring Back Sealing
Thrust Washer
Stem Collar

Q-Ring
O-Ring
Stuffing Nut
Gland Flange
Dust Guard
HandWheel
Stem Nut

Specification
Ductile Iron
Ductile Iron +EPDM
Ductile Iron +NBR
Brass

Bronze

Stainless Steel
Brass
EPDM/NBR
Ductile Iron
Ductile Iron
EPDM/NER
PTFE /Nylon
Stainless Steel
Brass
EPDM/NBR
EPDM/NBR
Brass

Ductile Iron
EPDM/NBR
Ductile Iron

Brass

Material

GGG50(EN-GJS-500-7)
GGG50+EPDM
GGG50+NBR

COPPER ALLOY EN 12165
EN 1982 CC491K

X20 Cr13

CuZn3oPb3

GGGS50(EN-GJS-500-7)
GGGS0(EN-GJS-500-7)
EPDM/NBR

PTFE /Nylon

COPPER ALLOY EN 12165
GGG50(EN-GJS-500-7)

GGGSO(EN-GJS-500-7)
COPPER ALLOY EN 12165

ASTM A536 65-45-12
ASTM AS36+EDPM
ASTM A536+NBR
ASTM B16 C36000
ASTM B62 C83600
S8 AlSI 420

ASTM B16 C36000
ASTM D2000

ASTM A536 65-45-12
ASTM A536 65-45-12
EPDM/NBR

PTFE /Nylon

ASTM D2000

ASTM D2000

ASTM B16 C36000
ASTM A536 65-45-12
ASTM D2000

ASTM A5B36 65-45-12
ASTM B16 C36000

resilient gate valves are normally used in PVC pipelines.
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Non-rising stem resilient seated gate vavle Non-rising stem resilient seated gate vavle

DIN3352 F4 Non-Rising Stem Resilient Seated Gate Valve Type B

DIN3352 F5 Non-Rising Stem Resilient Seated Gate Valve Type B

Features
« Replaceable O-ring
« Low torque operation

# Rubber encapsulated wedge

Features

» Replaceable O-ring
* Low torque operation
* Rubber encapsulated wedge

4 MATERIAL SPECIFICATION 4 MATERIAL SPECIFICATION
» Clockwise closing direction = . 2 - * Clockwise closing direction
« Fusion bonded epoxy coated |ltem| PartName  Material | ltem| Part Name | Material | Item|  Part Name Material [ Item{ PartName | Material « Fusion bonded epaxy coated
T 1 Body | GGGS0 | 5 |BomnetGasket | EPDM/NER 1 | Body GGGS0 | 5  Bonnet Gasket EPDM/NER T —_—
« Product color: Blue RAL 5017 2 | Wedge GGGS0+EPDM | 6 |Bonnet GGG50 2 | Wedge | GGGSO+EPDM | Bonnet GGG50 =  Product color: Blue RAL 5017
o Maximum temperature 80°C [ | GGGS0+NBR 7 |Back Sealing O Ring| EPDM/NBR ] | GGGS50+NBR | 5 | Back Sealing O Ring EPDM/NBR « Maximum temperature 80°C
3 | Wedge Nut  Brass | 10 |O-Ring | EPDM/NBR | 3 Wedge Nut Brass I 10 | O-Ring EPDM/NBR
Technical Specification 4 | stem | AISI 420 | 13 |Stuffing Nut | Brass 4 | Stem AIS| 420 | 13 |Stuffing Nut Brass Technical Specification
« Design: DIN 3352 w:Deslgn: DN 352
T, A DIMENTIONS(mm) A DIMENTIONS(mm) o Face to Face : DIN3202 F5
o Flanges:EN 1092-2 PN16 size | L ‘ D | D1 ] D2 [ b | nd } H [ H1 | w |W‘T(kg)| Size ‘ L | b | bt [ D2 | b 1 nd [ Ho| HI | w [w_T(kg) = Fiangas:En 1092-2. EN1B
« Hydraulic test to 1SO 5208 DN4D | 140 | 150 | 110 | 84 | 19 | 419 | 240 | 310 | 160 9 DN4O | 240 | 150 110 | 84 | 18 | 419 | 240 | 310 | 160 | 105 #Hydraulictast 10305206
) i i i T Seat Test P 176 by
Seat Test Pressure: 17.6 bar DNsO | 150 | 165 | 125 | 99 | 19 | 419 | 250 | 320 | 160 | 11 DNsO | 250 | 165 | 125 | 99 | 19 | 419 | 250 | 320 | 160 | 12 S:a” :St P’E“m it o
. 4 4 . . * 1 + T T T e es| ressure: ar
Shell Test Pressura: 24 bior DNGO | 170 | 175 | 135 | 108 19 | 419 265 | 335 | 180 14 DNBO | 270 | 175 | 135 108 | 19 419 | 265 | 335 | 180 | 155 Operating t et
; . T e - - - A e e - —— T o — — | e perating torque tes
Opatating lorque test DNG5 | 170 | 185 | 145 | 118 19 | 419 265 | 335 | 180 | 14 DNes | 270 | 185 | 145 | 118 | 19 | 419 | 265 | 335 | 180 | 155
Optional Extras: DN8O | 180 | 200 | 160 132 19 819 | 300 | 370 | 200 17 | DNBO | 280 | 200 | 160 132 19 | 819 | 300 | 370 200 19.5 Optional Extras:
e DN100 | 190 | 220 | 180 | 156 19 | 819 | 350 | 420 | 200 | 21 DN10D | 300 | 220 | 180 | 156 | 19 | 819 | 350 | 420 | 200 | 255 « Stem Cap
o Sior o L | L | i | | i )
. :’d_ : DN125 | 200 = 250 | 210 | 184 | 19 | 819 | 410 | 480 | 220 | 29 DNi25 = 325 | 250 210 | 184 | 19  B-19 | 410 | 480 | 220 34 » Position Indicaior
@ Fasition Ingdicator e - . eI
» Extension Spindle / T Key 2nik 4 2l ! 285 | 240 il i | i ! i) I 52u | 280 i DN150 ‘ 350 | 285 | 240 21 | 19 | 8-23 | 450 520 250 45 » Extension Spindle / T Key
DN200 | 230 340 | 295 | 286 20 | 1223 550 | 620 | 280 58 DN200 400 | 340 295 266 | 20 | 1223 | 550 | 620 & 280 69
DN250 | 250 | 405 | 35 | 39 | 22 | 1228 650 | 720 | 320 | 90 DN250 | 450 | 405 | 355 | 319 | 22 |1228 | 650 | 720 | 320 | 106
DN300 | 270 460 | 410 | 370 | 245 | 1228 710 | 780 | 350 | 120 DN30D | 500 | 460 | 410 | 370 | 245 12-28 | 710 | 780 | 350 | 148

03

04



Non-rising stem resilient seated gate vavle

Features

« Replaceable O-ring

» Low torque operation

» Rubber encapsulated wedge

® Clockwise closing direction

« Fusion bonded epoxy coated
Inside and outside

o Product color: Blue RAL 5017

« Maximum temperature 80°C

Technical Specification

» Design: DIN 3352

e Face to Face : DIN3202 F4/F5

e Flanges:EN 1092-2 PN16

» Hydraulic test to 1SO 5208
Seat Test Pressure: 17.6 bar
Shell Test Pressure: 24 bar
Operating torque test

Optional Extras:

« Stem Cap

e Position Indicator

* IS0 Top Flange

o Extension Spindle / T Key

05

DIN3202 F4/F5 Non-Rising Stem Resilient Seated Gate Valve Type C

d
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4 MATERIAL SPECIFICATION
| ltem| Part Name Material ltem | Part Name Material
1 | Body | GGGS0 11 | O-Ring | EPDM/NER
2 | Wedge DI+EPDM/DI+NBR | 13 | Stuffing Nut Brass
3 | Wedge Nut | Brass 14 | Gland Flange | GGGSO
4 | Stem | AISI 420 21 | Stuffing Bearing | Brass
10 | O-Ring | EPOM/INBR 22 | Position indicator | Stainless Steel
A DIMENTIONS(mm)
L W.T(kg)
Size Lﬁ D D1 D2 b n-d H H1 w ﬁ
DN40_- 140 240 | 150 110 84 19 4-19 | 240 | 310 | 160 | 9 10.5
DN50 = 150 250 I 165 125 a9 19 4-19 I 250 320 160 11 12
DNBS [ 170 270 [ 185 145 | 118 [ 19 | 4-19 [ 265 | 335 ! 180 [ 14 15.5
DNBO 180 280 [ 200 160 132 19 8-19 [ 300 | 370 | 200 17 19.5
DN1GU._ 180 300 220 | 180 | 156 19 | 8-19 350 420 | 200 21 25.5
DN125 200 325 | 250 | 210 | 184 | 19 8-19 | 410 | 480 | 220 | 29 34
DN15D_ 210 350 | 285 | 240 | 211 | 19 | 8-23 | 450 | 520 | 250 | 38 45
DN200 230 400 | 340 | 295 | 266 20 |[12-23| 550 | 620 | 280 58 69
DN250 250 450 . 405 355 | 319 22 | 12-28 . 650 720 | 320 90 106
DNBDD- 270 500 [ 460 [ 410 370 [ 245 12-28- 710 | 780 . 350 [ 120 . 148 .

Big size gate resilient seated valve

DIN3202 F4/F5 Big Size Gate Resilient Seated Valve Type C

4 MATERIAL SPECIFICATION

dp

ltem| Part Name Material | Item| Part Name Material

1 Body GGGS50 11 | O-Ring EPDM/NER
_727 Wedge DI+EPDM/DI+NBR | 137_aﬁi|:1_giNul B 7. Ess

3 | Wedge Nut Brass 14 | Gland Flange ‘ GGGS50

4 | Stem AlSI 420 22 | Position indicator | Stainless Steel
10 | ORing EPDMINBR | 23 |DownBushing  |Brass
A DIMENTIONS(mm)

L W.T(kg)

Size Fa 5 D D1 D2 b n-d H H1 w F4 Fs5
.DN350_ 280 | 550 | 520 | 470 | 429 | 265 | 16-28 762 852 | 450 | 180 | 225
DN400 | 310 600 580 I 525 480 28 16-31 836 I 926 | 450 235 I 294
DN4507 330 | 650 | 640 585 | 548 30 ‘20—31 957 104?| 640 [ 345 I 431
DN500 | 350 700 | 715 | 650 609 | 31.5 | 20-34 1036 | 1126 | 640 | 415 | 518
DNSUOI 390 | 800 . 840 | 770 i 720 I 36 ‘20-3? 1188‘ ‘IZTBi 640 ‘ 575 | 718 ‘

F A1
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Features

* Replaceable O-ring

* Low torque operation

* Rubber encapsulated wedge

» Clockwise closing direction

» Fusion bonded epoxy coated
Inside and outside

» Product color: Blue RAL 5017

& Maximum temperature 80°C

Technical Specification

= Design: DIN 3352

e Face to Face : DIN3202 F4/F5

» Flanges:EN 1092-2 PN16

» Hydraulic test to 1SO 5208
Seat Test Pressure: 17.6 bar
Shell Test Pressure: 24 bar
Operating torque test

Optional Extras:

e Stem Cap

» Position Indicator

» |SO Top Flange

» Extension Spindle / T Key
* Gear Box

* By-Pass Valve
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